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Člen

POUŽITÁ TECHNICKÁ ZAŘÍZENÍ

    chladicí kompresor

    odpařovací kompresor

    chladicí věže

    deskový kondenzátor

    deskový výparník

    čerpadla

    důlní chladiče větrů

    porubové chladiče větrů

DŮLNÍ CHLADICÍ SYSTÉMY

Nabízíme kompletní realizaci přímého i nepřímého způsobu chlazení podzemních prostor, a
to od projektové přípravy až po realizační práce. V rámci služeb zajišťujeme rovněž obsluhu
důlních zařízení nebo jejich servis.

Centrální klimatizace
Jedná se o nepřímý způsob chlazení důlních
pracovišť prostřednictvím vody, ochlazené na
povrchu až na teplotu 1,5 °C. Takto ochlazená
voda je izolovaným potrubím přiváděna na
pracoviště do chladičů větrů, kde jsou za pomocí
ventilátorů ochlazovány důlní větry. Provoz
zařízení je automatický, s občasným periodickým
dozorem ve smyslu Evropské normy EN 378.
Moderní technologie s použitím tzv. freecoolingu
umožnuje využití nízkých teplot ovzduší v zimním
období k předchlazení vody, což vede k úsporám
elektrické energie.
Dalším aplikovaným technickým zařízením je
trojkomorový výměník, který slouží v dole k
redukci vysokého tlaku vodního oběhu
přiváděného jámou z povrchu na potřebný
pracovní tlak důlního oběhu vody. Současně plní
funkci dopravy zpětné (vratné) vody zdolu na
povrch.

Úseková klimatizace
neboli chlazení důlních pracovišť nepřímým
způsobem je zajištěno prostřednictvím vody
ochlazované v dole na teplotu cca 5 °C, která je
dále přiváděna tepelně izolovaným potrubím na
pracoviště do chladičů větrů.
Teplo přenesené z ochlazovaného díla je
prostřednictvím kondenzátorů chladicích
agregátů odváděno dalším důlním oběhem do
zpětných chladičů a následně do výdušných
větrů dolu.

V rámci dodávky na klíč zajistíme:
Odborné poradenství
Provedení výpočtů
Prognóza klimatický podmínek
PD
Realizace díla
Provozování a servis

Mobilní chladicí zařízení
Jedná se o přímý způsob chlazení důlních větrů v důlním díle prostřednictvím výparníku s
ventilátorem. Odnímané teplo je odváděno z kondenzátorů chladicích zařízení vodou do zpětných
chladičů a následně do výdušných větrů.



TECHNICAL EQUIPMENT USED

    cooling compressor

    evaporative compressor

    cooling towers

    plate condenser

    plate condenser

    pump

    mining wind coolers

    wind tunnel coolers

MINE COOLING SYSTEMS

We offer a complete implementation of direct and indirect cooling of underground spaces,
from project preparation to implementation work. As part of our services, we also provide
operation or servicing of mining equipment.

Central air conditioning
This is an indirect method of cooling mine
workplaces by means of water cooled to a
temperature of up to 1.5 °C at the surface. This
cooled water is fed through insulated pipes to the
workplace into wind chillers, where the mining winds
are cooled by means of fans. The operation of the
plant is automatic, with periodic monitoring in
accordance with European Standard EN 378.
Modern freecooling technology allows the use of low
air temperatures in winter to pre-cool the water,
resulting in electricity savings.
Another technical device applied is the three-
chamber heat exchanger, which is used in the mine
to reduce the high pressure of the water cycle fed
through the pit from the surface to the required
working pressure of the mine water cycle. At the
same time, it serves the function of transporting the
return water from the mine to the surface.

Segmental air conditioning
or cooling of mine workplaces in an indirect way
is provided by water cooled in the mine to a
temperature of about 5 °C, which is then fed
through thermally insulated pipes to the
workplace to wind coolers.
The heat transferred from the cooled workplace
is discharged via the condensers of the cooling
units through the next mine circuit to the
reverse coolers and then to the mine exhaust
fans.

As part of the turnkey delivery we provide:
Expert advice
Carrying out calculations
Forecast of climatic conditions
Design documentation
Implementation of the work
Operation and service

Mobile cooling equipment
This is a direct method of cooling the mine winds in the mine workings by means of an evaporator
with a fan. The removed heat is transferred from the condensers of the cooling equipment by water
to the reflux condensers and then to the exhaust fans.
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